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The Role of Case Studies in the Evaluation of Soil 
Liquefaction Potential 
H. Bolton Seed 
Professor of Civil Engineering. University of California. Berkeley. CA. U.S.A. 
SYNOPSIS Field evidence concerning soil liquefaction is reviewed and a number of case studies are 
summarized. Examples of the use of case studies in developing an understanding of the liquefaction 
phenomenon, both on level ground due to earthquake shaking and in slopes due to earthquake and 
static stress applications are presented. 
INTRODUCTION 
It is only in the past twenty years or so that 
studies of soil liquefaction have formed an 
important part of geotechnical engineering 
research and practice--though many engineers may 
well believe that interest and activity in this 
area since that time has more than made up for 
previous years of relative neglect. Never-the-
less the occurrence of liquefaction-type flow 
slides can be traced back to ancient times and a 
general understanding of the phenomenon to the 
early days of modern soil mechanics. 
The earliest reported case of a landslide result-
ing from soil liquefaction induced by an earth-
quake may well be that reported by Marinates 
(1960)): 
"In the year 373/2 B.C. during a disastrous 
winter night, a strange thing happend in 
central Greece. Helice, a great and pros-
perious town on the north coast of the 
Peloponnesus, was engulfed by the waves 
after being levelled by a great earthquake. 
Not a single soul survived ..•. The next day 
two thousand men hastened to the spot to 
bury the dead, but they found none, for the 
people of Helice had been buried under the 
ruins and subsequently carried to the 
bottom of the sea, where they now lie." 
Helice was located on deltaic deposits of alluv-
ial sand between the mouths of the Selinus and 
Cerynites Rivers and about a mile and a half 
from the coast. However no trace of it now 
exists, neither on the ground surface nor on the 
bottom of the sea. 
The events leading to the disappearance of Helice 
and its inhabitants are not immediately clear. 
A general subsidence of the land area during the 
earthquake undoubtedly occurred and this alone 
could have led to flooding of the city. How-
ever both Schmidt (1875) and Marinates, who made 
detailed studies of the event, concluded that in 
addition to destruction of buildings by the 
ground shaking and flooding due to land subsi-
dence, the ground slipped towards the sea 
possibly as much as half a mile. Marinates 
notes that ordinarily it would be expected that 
building destruction and flooding would lead to 
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some of the dead floating to the surface where 
they would have been picked up by the Achaeans 
for burial. It seems reasonable to conclude 
that only the entrapment of the inhabitants in 
collapsed buildings, and temporarily liquefied 
and flowing soils could have led to the recorded 
facts that no one survived and no dead were 
found. 
Some evidence in support of this concept 
(Marinates) is provided by the fact that "the 
phenomenon was repeated, in exactly the same 
place though to a lesser degree, during the 
earthquake of December 26, 186l •.•. Agdin the soil 
slipped to the northeast (toward the sea) in the 
following way: a crack about eight miles long 
and six feet wide appeared in the earth along the 
foot of the mountain. A strip of plain 325 ft to 
425 ft wide disappeared slowly under the sea 
along the whole eight-mile length, while the 
remaining part of the plain sank about six ft and 
showed many minor cracks and small chasms." 
A map of the area showing the extent of cracking 
in the 1861 earthquake and a drawing of a part 
of the plain adjacent to the coast, both pre-
pared by Schmidt are extremely revealing. Crack-
ing of the extent indicated must necessarily have 
been accompanied by lateral translation of the 
soil, and the presence of sand craters on the 
drawing is indicative of the probable liquefac-
tion of sand deposits at some depth below the 
ground surface. In view of the fact that the 
earthquake of 373 B.C. is estimated to have been 
about 10 times greater in intensity, the proba-
bility that landslides due to sand liquefaction 
contributed to the disappearance of Helice must 
be considered extremely high. 
Many other landslides due to soil liquefaction 
induced by earthquake shaking have been reported 
(Seed, 1968) but a significant number have also 
occurred in coastal and off-shore deposits due 
to other causes, generally considered to be tidal 
waves or fluctuations, rapid erosion or deposi-
tion of soil, or construction activities. 
Similar slides in loose deposits, often involv-
ing extensive flow of liquefied soil, have some-
times occurred for no known reason. 
Liquefaction of loose sands has also been induced 
in level ground deposits by earthquake shaking. 
A classic example of this type of liquefaction 
is that which occurred at Niigata, Japan in the 
Niigata Earthquake of June 16, 1964, but an 
earlier graphic eye-witness account of this type 
of phenomenon is that concerning soil behavior 
in the Ganges plain during the Bihar-Nepal 
earthquake of 1934 (Geol. Survey of India, 1939): 
" .... my car suddenly began to rock in a 
most dangerous fashion .••. Owing to the 
sound of the engine I noticed no noise, but 
was told such was heard from the west, a 
deep terrifying rumble. As the rocking 
ceased, mud huts in the village, on either 
side of the road, began to fall. To my 
right a lone dried palm trunk without a top 
was vigorously shaken, as an irage man 
might shake his stick, then water spouts, 
hundreds of them throwing up water and 
sand were to be observed on the whole 
face of the country, the sand forming 
miniature volcanoes, whilst the water 
spouted out of the craters; some of the 
spouts were quite six feet high. 
"In a few minutes, on both sides of the 
road, as far as the eye could see, was vast 
expanse of sand and water, water and sand. 
The road spouted water and wide openings 
were to be seen across it ahead of me, 
then under me, and my car sank, while the 
water and sand bubbled, and spat, and 
sucked, till my axles were covered •.•. 
"In less than half an hour, I should say, 
the water spouts ceased to play, though 
water oozed out of the land and trickled 
from the mouth of the lesser sand 
heaps ... " 
Similar occurrences, often with dramatic conse-
quences have been reported in many other earth-
quakes. 
There can be no doubt that liquefaction is an 
important cause of soil instability and flow 
slides and there are numerous case studies to 
illustrate this statement. Some of the impor-· 
tant cases are listed in Tables 1 and 2. In this 
paper I shall try to demonstrate how case studi.es 
have contributed to our present understanding of 
the phenomenon of liquefaction and of practical 
methods for evaluating the liquefaction suscep-· 
tibility of soil deposits. 
ORIGIN OF CONCEPT OF LIQUEFACTION 
In the modern era of soil mechanics (since about 
1915) some of the most dramatic occurrences of 
flow slides were those associated with failures 
of hydraulic fill darns. It was in connection 
with one of these failures, the slide in the 
Calaveras Dam in California, that the concept of 
soil liquefaction seems to have been introduced 
by Hazen into soil engineering terminology. In 
a classic paper on Hydraulic Fill Dams presented 
to ASCE in 1920, Hazen wrote as follows: 
"When a granular material has its pores com-
pletely filled with water and is under pres-
sure, two conditions may be recognized. In 
the first or normal case, the whole of the 
pressure is communicated through the 
material from particle to particle by the 
1682 
bearings of the edges and points of the 
particles on each other. The water in the 
pores is under no pressure that interferes 
with this bearing. Under such conditions 
the frictional resistance of the material 
against sliding on itself may be assumed t• 
be the same, or nearly the same, as it 
would be if the pores were not filled with 
water. In the second case, the water in 
the pores of the material is under pressur 
The pressure of the water on the particles 
tends to hold them apart; and part of the 
pressure is transmitted through the water. 
To whatever extent this happens the pres-
sure transmitted by the edges and points 
of the particles is reduced. As water 
pressure is increased, the pressure on the 
edges is reduced and the friction resis-
tance of the material becomes less. If 
the pressure of the water in the pores is 
great enough to carry all the load it will 
have the effect of holding the particles 
apart and of producing a condition that is 
practically equivalent to that of quicksan 
"An extra pressure in the water in the 
pores of such a material may be produced b 
a sudden blow or shock which tends to com-
press the solid material by crushing the 
edges and points where they bear, or by 
causing a re-arrangement of particles with 
smaller voids. An illustration of this ca 
be seen in the sand on the seashore. Such 
sand, comparable to dune sand in size, is 
usually found to be saturated with water 
for a certain distance above the water 
level. This condition is maintained by 
capillarity. If a weight is slowly placed 
on this saturated sand, there is a slight 
settlement, the grains of sand corning to 
firmer bearings, and the weight is carried 
A sharp blow, as with the foot, however, 
liquefies a certain volume and makes quick 
sand. The condition of quicksand lasts fo 
only a few seconds until the surplus water 
can find its way out. When this happens 
the grains again come to solid bearings an 
stability is restored. During a few secon 
after the sand is struck, however, it is 
almost liquid, and is capable of moving or 
flowing or of transmitting pressure in the 
same measure as a liquid. 
"The thought has occurred to the writer, i 
looking at the material that slid in the 
Calaveras Dam, that something of this kine 
may have happened on a large scale--
800,000 cu. yd. of fill flowed for a brief 
space, and then became solid. It was, in 
fact, so solid that in examining it after-
ward, by samples and by borings, it was 
difficult to see how the material could 
have flowed--as it certainly did flow. 
"It may be that after the first movement 
there was some readjustment of the 
material in the toe which resulted in pro-
ducing temporarily this condition of quick 
sand, and which destroyed for a moment thE 
stability of the material and facilitated 
the movement that took place. 
"This will not account for the initial mo\ 
ment; but the initial movement of some pa! 
of the material might result in accumulati 














































































































































































Clays with sand seams 
Fluvial deposits 
Fluvial deposits 
Fluvial deposits, sands 
to muds 
Fluvial sand to clay 
Fluvial and deltaic 
sands and silts 











Fills over marshland 
Alluvium - sand lenses 
Fills on deltaic sands 
Loess 
Loess 
Levees, river banks Fluvial sands and silts 
Loess slopes Loess 














Fill on sand 
Beach sands 
Fine sandy silt 
Fluvial sands and silts 
Silty sands and gravel 
Sandy silt and silty 
sand 
Sand and marine clay 
Fluvial sands and 
silts 
!~ Liquefaction Landslides in Coastal Areas -· Not Earthquake Related 
Event 
1. 229 flow slides in Province of Zealand 
2. Many slides along banks of Mississippi 
River, u.s.A. 
3. Slides in Trondheim Harbor, 1888 
4. Slide in Trondheim Harbor, 1930 
5. Slide in Trondheim Harbor, 1942 









Seepage forces and erosion associa· 
with large tidal fluctuations. Sli 
commonly occur at extreme low tide 
after exceptionally high spring ti 
Undercutting of river banks 





7. Slide in Orkdals Fjord, Norway, 1930 Loose sand 
and soft non-
plastic silt 
Occurred at exceptionally low tide 
and preceded by small tidal wave 
8. Slide in Helsinki Harbor, Finland, 1936 Sand During fill construction 
9. Kitimat, British Columbia, 1974 Fill on clay Just after low tide 
10. Kitimat, British Columbia, 1975 Fill on clay No fill being placed; extreme low 
tide for tidal range of 20 ft 
11. Slide at Howe Sound, B.C., 1955 Silty sand Extreme low tide 
12. Slide in Folla Fjord, 1952 Sand Unknown, poss~bly wave-induced 
13. Rockall (Ancient) ? Rapid sedimentation 
14. Spanish Sahara (Ancient) Gravelly 
clayey sand Rapid sedimentation 
15. Wahro Bay, Africa (Ancient) 
16. Copper River, Alaska (Ancient) 
17. Wil. Canyon (Ancient) 
18. Mid Atl. Cont. Slope (Ancient) 
19. Magdalena River, 1935 
20. Sokkelvik, 1959 
pressure, first on one point, and then on 
another, successively, as the early points 
of concentration were liquefied and in that 
way a condition comparable to quicksand in 
a large mass of material may have been 
produced." 
Not only does this excerpt show an excellent 
understanding of the mechanism of liquefaction 
but also a deep appreciation of the effective 
stress principle, which was also being developed 
at the same time by Terzaghi. For these and 
other reasons, Hazen must be considered one of 
the great early workers in the soil mechanics 
field. It may be noted that, as originally con-
ceived by Hazen, liquefaction is a condition 
like quicksand which may last for only a few 
? Unknown 
Silt/sand Rapid sedimentation 
Silty clay 
and silt Rapid sedimentation 
Silty clay Rapid sedimentation 
? Rapid sedimentation 
Quick clay 
and sand Unknown 
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seconds and may be induced either in slopes ' 
on level ground such as a beach. This broad 
cept of liquefaction seems to be generally 
accepted by most engineers. 
It was about 15 years later (1936) that 
Casagrande wrote his classic paper on the sh 
strength characteristics of cohesionless soi 
and introduced the concept of the critical v 
ratio, followed later by the critical state 
thereby establishing the principles governin 
behavior of cohesionless soils under static 
ing conditions. It was not until the late 1 
however that tests were performed in which 
liquefaction was induced in test specimens u 
controlled loading conditions in the laborat 
(Seed and Lee, 1966; Castro, 1969), and 
antitative determinations of the stresses 
using liquefaction or cyclic mobility were 
le to be made. These tests opened the door to 
.e possibility of quantitative determinations 
the liquefaction potential of soil deposits 
.t practical difficulties associated with the 
.aracteristics of natural sand deposits pre-
uded their meaningful application, without the 
.d of empirical rules based on case histories, 
ttil recent years. Thus case studies have 
'cessarily provided the basic guidance for 
.quefaction potential evaluations, despite 
:eat advances in the understanding of the basic 
:inciples controlling soil liquefaction 
1enomena. 
~CTICAL DIFFICULTIES IN USING LABORATORY 
~ST DATA FOR EVALUATION OF LIQUEFACTION 
)TENTIAL OF NATURAL DEPOSITS 
1 attempting to use theoretical analyses and 
~boratory test data to evaluate the liquefac-
Lon potential of sand deposits in engineering 
ractice, a number of difficulties are encoun-
?red which relate mainly to accurate char-
:terization of the properties of the deposit; 
hese include: 
The difficulty of obtaining truly undis-
turbed samples of any sand by even the best 
undisturbed sampling techniques, unless they 
involve in-situ soil freezing prior to 
sampling. In pushing thin wall sampling 
tubes into unfrozen sands, loose sands are 
densified to some extent and dense sands are 
loosened. Thus the properties of the samples 
used in the laboratory tests may not be 
representative of those of the in-situ 
deposit. Furthermore. as illustrated in 
Figs. 1 and 2, the results of cyclic loading 
tests to evaluate liquefaction characteris-
tics depend to a large extent on the type 
and quality of samples used in the testing 
program. Fig. l shows the measured cyclic 
loading resistance of two sets of samples 
taken from the same sand neposit, one set by 
• • 
• 0 0 
0 
Yd =l02!b/cu.ft. 
Poorly graded send; test fill compacted with vibratory roller 
• Piston samples 
0 Hond-ftlmmed block samples (GEI method) 
All samples tested with confining pressure of 2 to 3 tons/sq. ft. 
yd • 105 Ib/cu. ft. 
Fig. 1 Influence of Method of Sampling on 
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j_ Properties after sampling 
oi~--------~10~------~0~0~------~~------~~~----~IOQ~OOO 
Number of Cycles to Couse 100% Pore Pressure 
Fig. 2 Effect of Sample Disturbance on Cyclic 
Loading Resistance of Dense Sand 
hand-trimming block samples and the other set 
by good quality "undisturbed sampling" in 
thin-walled tubes. The results are different 
by 100% and neither set is likely to reflect 
the true in-situ properties of the sand 
(Marcuson and Franklin, 1979). Fig. 2 shows 
a comparison of the known cyclic loading 
resistance of a large block of dense sand and 
the measured resistance of high-quality un-
disturbed samples taken in thin-wall tubes 
from the same block. In this case the 
measured cyclic loading resistance of the 
"undisturbed samples" was only about 30% of 
that of the sand block from which they were 
extracted (Seed et al., 1982). The effects 
of sampling disturbance on the cyclic load-
ing resistance of medium dense sands is 
likely to be much smaller than the values 
indicated by the data in Figs. 1 and 2, but 
because of the great difficulties in obtain-
ing and testing truly undisturbed samples of 
sand, considerable judgment may be involved 
in the interpretation of laboratory test 
data. 
2. The difficulty in selecting representative 
samples for use in a test program, invari-
ably limited in the number of samples which 
can practically be tested, from a deposit of 
considerable non-uniformity. The non-
uniformity of sand deposits has long been 
recognized (Terzaghi and Peck, 1949) and 
unless great care is exercised, extraction of 
samples from one or two locations may not in 
any way provide representative conditions 
for use in a test program. 
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3. Difficulties in simulating field loading con-
ditions in laboratory tests. For example the 
field loading c9nditions for a soil element 
subjected to earthquake shaking involve 
multidirectional shear in the horizontal 
plane coupled with simultaneous vertical 
stresses. It is virtually impossible to 
simulate these effects under controlled con-
ditions in the laboratory and thus laboratory 
tests are necessarily idealized approximations 
(often made useful by calibrations with 
field performance) of actual field conditions. 
4. The difficulty in establishing the drainage 
conditions for field deposits. In the more 
elaborate analyses of soil liquefaction dur-
ing earthquakes, the effects of simultaneous 
generation and dissipation of pore water 
pressures in soil deposits are computed, 
based on some concept of the boundary drain-
age conditions in the field; yet the exis-
tence of a thin layer of relatively 
impervious soil within an otherwise perme-
able deposit could totally change the pore 
pressure dissipation characteristics. 
For these and other reasons, it seems unlikely 
that the behavior of natural deposits in the 
field can be computed simply by analysis and 
laboratory testing and that the usefulness of 
such approaches must always be calibrated by 
comparison of analytical results with field 
performance established by case histories. 
Typical examples of this are presented in the 
following section. 
EXA!4PLES OF THE USE OF CASE STUDIES 
TO EVALUATE LIQUEFACTION 
1. Level Ground Liquefaction Due 
to Earthquake Shaking 
The development of a quicksand-like condition 
(liquefaction) on level ground during and follow-
ing earthquake shaking has frequently been 
observed and over the past twenty years consider-
able effort has been devoted to predicting the 
conditions under which this may occur. 
Because of the difficulties in sampling and 
testing undisturbed samples of sand noted above, 
it has been found practically more expedient and 
reliable to develop a procedure for evaluating 
the liquefaction resistance of sands through the 
use of case histories in which the field 
behavior of sands is correlated with a suitable 
index of liquefaction resistance such as the 
results of the Standard Penetration Test. 
In using this approach, earthquake shaking of 
in-situ deposits is used as the test excitation 
mechanism, a perfect loading condition, and the 
field behavior, measured in terms of the cyclic 
stress ratio induced by the earthquake,is cor-
related directly with the penetration resistance, 
N1 , of the soil. The cyclic stress ratio developed under field loading conditions can 









maximum acceleration at the ground 
surface 
total overburden pressure on sand 
layer under consideration 
effective overburden pressure on 
sand layer under considerat~on 
a stress reduction factor varying 
from a value of l at the ground 
surface to a value of 0.9 at a 
depth of about 30 ft. 
1686 
Values of this parameter have been correlatec 
for sites which have and have not liquefied c 
ing actual earthquakes, with the standard pel 
tration resistance of the sands underlying tl 
sites, expressed by the normalized penetratic 
resistance N1 of the sand deposit involved (1 
et al., 1983). In this form of presentation 
is the measured penetration resistance corre• 
to an effective overburden pressure of 1 ton, 
ft. or 1 ksc and can be determined from the 
relationship 
where CN is a function of the effective over 
burden pressures at the depth where the pene 
tion test was conducted. Values of eN can b· 
determined from the chart in Fig. 3, which i 
based on studies conducted at the Naterways 
Experiment Station (Bieganousky and Marcuson 
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Modified Penetration Resistance, N1 - blows/ft. 
Correlation Between Field Liquefact. 
Behavior of Sands Under Level Groun· 
Conditions and Standard Penetration 
Resistance 
The results of over 130 individual studies 
shown in Fig. 4 from which it may be seen t 
the possibility of liquefaction occurring c 
determined with a good degree of assurance 
the data presented. The line on the chart 












q c- values by CPT 
(Dr=40 to 80 %) 
Dr= 40 to 60% 
by SPT 
Fig. 4 Relationships Between CN and Effective 
Overburden Pressure 
line are not likely to show evidence of lique-
faction in any earthquake of magnitude 7-1/2 or 
less. The data points shown in Fig. 4 are from 
site studies in the United States, Japan, China, 
Guatemala and Argentina and thus represent a 
wide range of geographical locations and condi-
tions. The extent of this field data, based on 
case histories, makes the evaluation of lique-
faction potential by this approach a more 
reliable procedure than one involving the uncer-
tainties associated with sampling and laboratory 
testing of sands in most cases. 
2. Earthquake-Induced Liquefaction in 
Earth Dams 
Evaluating the seismic stability of earth dams 
against the possibility of slope failures due to 
soil liquefaction is a considerably more complex 
problem then the evaluation of level ground 
liquefaction since it involves determining not 
only the zones of the embankment where lique-
faction (as produced by high residual pore pres-
sures and loss of strength) might occur, but 
also the residual strength of the "liquefied 
soil." Furthermore these evaluations must be 
made for elements of soil in the darn having 
widely different initial (pre-earthquake) stress 
conditions and different magnitudes of super-
imposed earthquake stresses. It is unlikely 
that any credible method of evaluating seismic 
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stability under these complex conditions could 
be developed without the aid of case histories 
to calibrate the method so that it provides 
results in accordance with known field perfor-
mance. 
In fact much of what we know about darn perfor-
mance during earthquakes comes from case studies, 
including the possibility of instability due to 
soil liquefaction_ Prior to 1971 there was 
apparently a general belief among earth dam 
engineers that failure of a major darn, even a 
hydraulic-fill darn, due to earthquake shaking 
was not a likely occurrence and that seismic 
design studies were not an essential component 
of safety evaluations. This concept was dis-
pelled by the major slope failure in the Lower 
San Fernando Darn in 1971 (Seed et al., 1975). As 
a matter of fact a number of darns and tailings 
darns have suffered liquefaction type slides due 
to earthquake shaking in the past 60 years in-
cluding the Sheffield Darn, 1925, Baharona Tail-
ings Dam, 1928, El Cobre Tailings Dam, 1959, 
Lower San Fernando Darn, 1971, Mochi-Koshi 
Tailings Darn, 1978 and careful attention is now 
given to this aspect of darn design. 
Experience with many darns subjected to earthquake 
shaking shows that when they are constructed of 
materials which do not lose any significant 
strength as a result of the earthquake shaking 
(as is the case when liquefaction occurs), they 
suffer only minor deformations even under very 
strong shaking conditions (Seed et al., 1978). 
Thus it is only for embankments constructed on or 
of loose to medium dense cohesionless soils, in 
which some degree of liquefaction may occur, that 
major stability problems are likely to develop. 
In cases where liquefaction is the cause of 
embankment instability, the loss of strength may 
occur either during or following the earthquake 
shaking. When it occurs during the earthquake 
shaking it is a direct result of the pore pres-
sure build-up by the cyclic stress applications 
but when a liquefaction failure occurs after the 
earthquake shaking, it may be due to a progres-
sive build-up of pore pressure with time trig-
gered by the cyclic stress applications or it 
may be due to a redistribution of pore water 
pressure within the embankment. In either case 
the earthquake-induced stresses are necessarily 
the trigger mechanism producing a loss of shear 
resistance in the soil, and sliding occurs when 
the shear resistance of the soils drops to a 
level at which it is equal to the shear stresses 
in the embankment due to gravity effects and 
possibly some inertia effects. Thus the overall 
problem for the design engineer involves three 
parts: 
1. Determining the level of earthquake shak-
ing required to trigger any degree of loss 
of strength or soil liquefaction in the 
embankment. 
2. Determining the extent of the zone of soil 
liquefaction which may develop if the 
triggering shaking level is exceeded. 
and 3. Determining whether the combined resis-
tance of any non-liquefied zones and the 
residual strength of the liquefied zones 
is sufficient to prevent a major slide, 
bearing in mind that the residual stren~th 
of liquefied sand may decrease progress~vely 
to a steady-state value with increasing 
strain in the early stages of deforma-
tion. 
All of the design problems listed above are 
illustrated by case studies. Thus for ex~rnple, 
a potentially liquefiable sand c~earl¥ exlsted 
in the Lower San Fernando Darn (Slnce lt eventual-
ly liquefied in the earthquake of 1971). However 
the same sand had previously been subjected to 
lower levels of earthquake shaking on numerous 
occasions since it was first constructed in 1915, 
with no detrimental effects. The same type of 
behavior is illustrated by the behavior of the 
sand deposits underlying the city of Niigata, 
Japan. This sand was also shaken by numerous 
earthquakes over a 350 year period but it did not 
undergo the extensive liquefaction that occurred 
during the stronger 1964 Niigata earthquake 
(Fig. 5). In effect this means that a.poten-
tially liquefiable embankment or deposlt may be 
perfectly safe if it exists in an area of.lo~ 
seismic activity but it may be hazardous lf lt 
exists in an area of high seismic activity. 
Determining the level of shaking which \vill 
trigger liquefaction is an essential component 
of the seismic slope stability evaluation 
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Fig. 5 Estimated Peak Ground Accelerations 
Developed by Earthquakes in Niigata, 
Japan 
Similarly it is necessary to be able to predict 
the extent of the zone of liquefaction which may 
develop within an embankment if a meaningful 
evaluation of seismic stability is to be made. 
This is illustrated by the case study of the 
Upper San Fernando Dam in the San Fernando 
earthquake of 1971 (see section in Fig. 6). It 
seems likely that liquefaction occurred within 
the embankment as a result of the 1971 
San Fernando earthquake (Seed et al., 1973), but 
not over such an extensive zone as in the Lower 
San Fernando Darn. No extensive sliding occurred, 
presumably because the combined strengths of the 
soil in the non-liquefied zone and the residual 
strength of the liquefied soil were sufficient 
to withstand any shear stresses induced by 
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Probable Condition of Upper San Fernando 
Darn just after 1971 San Fernando 
Earthquake 
Clearly in such cases it is important to be able 
to evaluate both the resistance to sliding of 
non-liquefied zones and the residual strength of 
any liquefied zone or zone where high residual 
pore pressures are developed. The development 
of a limited zone of liquefaction in the central 
part of an embankment is not usually a source of 
instability because of the resistance provided 
by the non-liquefied soil. Sometimes the resid-
ual strength of the "liquefied" soil may also be 
large enough to prevent a flow slide from 
occurring. 
Case studies can provide a means for evaluating 
both the extent of the zone of liquefaction with-
in a darn and the residual strength of the lique-
fied soil. Thus for example, in the case of the 
Sheffield Darn, failure occurred due to downstream 
sliding of the entire embankment as a result of 
liquefaction occurring under essentially the 
entire base; in effect the embankment was pushed 
downstream by the water pressure acting on the 
upstream face (Seed et al., 1969). A simple cal-
culation shows that if liquefaction occurred all 
all along the base, the residual strength of the 
liquefied soil when sliding occurred would be 
about 50 psf. 
Field studies of the Lower San Fernando Darn indi-
cated that liquefaction in this case extended 
over the greater part of the base of the upstream 
shell, with a short non-liquefied zone about 50 
to 80 ft long near the toe. Thus the situation 
after the earthquake triggered the development of 
a zone of liquefaction within the embankment 
would be as shown in Fig. 7. Since sliding 
occurred about 1 minute after the end of the 
earthquake shaking, the static forces tending to 
cause sliding were apparently just equal to the 
combination of the strength mobilized in the non-
liquefied soil near the toe and the crest and the 
residual strength of the liquefied sand. From 
the known strengths of the non-liquefied zones, 
it is a simple matter to calculate that in this 
case the residual strength of the liquefied sand 
was about BOO psf. 
Guided by the results of such case studies con-
cerning the mechanism by which liquefaction-
induced slides occur, the problem for the design 
engineer is to develop procedures for predicting 
the key features of embankment performance. 
Procedures for exploring whether a given level 
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The nature of the triggering mechanism which 
causes liquefaction under these conditions seems 
to warrant more attention then it has received, 
in the hope that an improved understanding of 
numerous currently unexplainable liquefaction-
type failures can be developed. 
CONCLUSION 
Drc = 31% 
0 
0 2 3 4 
A>.iol Strain-% 
5 6 
The case studies described in the preceding pages 
were selected to show how careful analyses of 
such events has furthered the general understand-
ing of the phenomenon of soil liquefaction. In 
fact, case studies have been the primary means 
Fig. 9 Delayed Liquefaction Triggered by Cyclic 
Loading (after Castro, 1978) 
of learning about this phenomenon in the field, 
and laboratory and experimental studies have 
served primarily as a means for developing an 
improved understanding of the phenomena observed. 
It is clear that we are still learning from case 
studies, even though we are approaching the point 
of understanding certain aspects of the problem 
such as the mechanism of level ground liquefaction 
induced ~y earthquakes. Nevertheless there is 
still a lot to learn about the development of 
liquefaction failures in natural slopes. A 
1690 
Nledge of case histories is likely to be the 
inant method of evaluating such problems in 
ineering practice for some years to come. 
ERENCES 
ganousky, Wayne A. and Marcuson, William F. 
(1976) "Liquefaction Potential of Dams and 
ndations - Report I: Laboratory Standard 
etration Test on Reid Bedford Hodel and 
awa Sands, WES Report S-76-2. 
agrande, A. (1936) "Characteristics of 
esionless Soils Affecting the Stability of 
pes and Earth Fills," Boston Society of Civil 
ineers, Oct. 1940. Originally published in 
Journal of the Boston Society of Civil 
ineers, Jan. 1936. 
tro, G. (1969) "Liquefaction of Sands," Thesis 
:sented to Harvard University in fulfillment 
the requirements for the degree of Doctor of 
.losophy, 1969. 
:tro, G. (1978) "Comments on the Definition of 
[Uefaction and on Laboratory Experiments of 
[Ue faction Induced by Blasting," Transcripts 
the International Workshop on Blast-Induced 
ruefaction, sponsored by the u.s. Department 
the Air Force, Maidenhead, U.K. 
3tro, G. (1983) Personal Communication. 
3tro, G. , Poulos, S. G., France, J. W. and 
::>s, J. L. (1982) "Liquefaction Induced by 
::lie Loading," Report by Geotechnical Engineers 
::. to National Science Foundation, washington, 
2., March, 1982, pp. 1-80. 
ological Survey of India (1939) Memoirs; 
1. 73, "The Bihar-Nepal Earthquake of 1934." 
zen, A. (1920) "Hydraulic Fill Darns," Trans-
tions, ASCE, Vol. 83, pp. 1713-1745. 
hihara, K. (1984) "Post-Earthquake Failure of 
Tailings Darn Due to Liquefaction of the Pond 
posit," Proceedings of the International 
nference on Case Histories in Geotechnical 
.gineering, St. Louis, Missouri, May 6-11. 
crcuson, W. F. III, Ballard, R. F., Jr. and 
•dbetter, R. H. (1979) "Liquefaction Failure of 
Lilings Dams Resulting from the Near Izu Oshima 
lrthquake, 14 and 15 January, 1978," Proc., 6th 
Lnamerican Conf. on Soil Mechanics and Founda-
_ons Engineering, Lima. 
trcuson, W. F. III and Bieganousky, w. A. (1976) 
~aboratory Standard Penetration Tests on Fine 
:tnds , " Journal of the Geotechnical Engineering 
Lvision, ASCE, Vol. 103, No. GT6, pp. 565-588. 
~rcuson, W. F. III and Franklin, A. G. (1979) 
::rndisturbed Sampling of Cohesionless Soils," 
tate of the Art Report, Sinagapore. 
arinatos, S. N. (1960) "Helice Submerged Town 
f Classical Greece," Archaelology, Vol. 13, 
o. 3, Autumn 1960. 
chmidt, J .F.J. (1875) "Studien uber Erdbeben," 
eipzig. 
Seed, H. Bolton (1968) "Landslides During Earth-
quakes Due to Liquefaction," Journal, Soil 
Mechanics and Foundations Division, ASCE, Vol.94, 
No. SM5, Proc. Paper 6110, Sept. 1968, pp. 1053-
1122. 
Seed, H. B. (1979) "Soil Liquefaction and Cyclic 
Mobility Evaluation for Level Ground during 
Earthquakes," Journal of the Geotechnical 
Engineering Division, ASCE, Vol. 105, No. GT2, 
pp. 201-255. 
Seed, H. Bolton (1983) "Stability of Port Fills 
and Coastal Deposits," Procs. , 7th Asian Regional 
Conf. on Soil Mechs. and Founds. Engrg., Haifa. 
Seed, H. B. and Idriss, I. M. (1967) "Analysis of 
Soil Liquefaction: Niigata Earthquake, Journal, 
soil Hechanics and Foundations Division, ASCE, 
Vol. 93, No. SM3, pp. 83-108. 
Seed, H. Bolton and Idriss, I. M. (1971) "Simpli-
fied Procedure for Evaluating Soil Liquefaction 
Potential," Journal, Soil Mechanics and Founda-
tions Division, ASCE, Vol. 97, No. SM9. 
Seed, H. Bolton, Idriss, I. M. and Arango, I. 
(1983) "Evaluation of Liquefaction Potential 
using Field Performance Data," Journal of the 
Geotechnical Engineering Division, ASCE, Vol. 109, 
NO. 3, pp. 458-482. 
seed, H. B. and Lee, K. L. (1966) "Liquefaction 
of Saturated Sands During Cyclic Loading," Journal 
Soil Mechanics and Foundations Division, ASCE, 
Vol. 92, No. SM6. 
Seed, H. B., Lee, K. L. and Idriss, I. M. (1969) 
"Analysis of Sheffield Darn Failure," Journal, 
Soil Mechanics and Foundations Division, ASCE, 
Vol. 95, No. SM6, Proc. Paper 6906, pp. 1453-1490. 
Seed, H. Bolton, Lee, K. L., Idriss. I. M. and 
Hakdisi, F. (1973) "Analysis of the Slides in the 
San Fernando Darns During the Earthquake of Feb. 9, 
1971," Report No. EERC 73-2, Earthquake Engrg. 
Res. Center, Univ. of Calif., Berkeley, June. 
Seed, H. B., Lee, K. L., Idriss, I. M. and 
Makdisi, F. I. (1975) "The Slides in the 
San Fernando Darns During the Earthquake of Feb. 9, 
1971," Journal of the Geotechnical Engineering, 
ASCE, Vol. 101, No. SM7, pp. 651-688. 
Seed, H. B., Makdisi, F. I. and DeAlba, P. (1978) 
"Performance of Earth Dams During Earthquakes," 
Journal of the Geotechnical Engineering Division, 
ASCE, Vol. 104, No. GT7, Proc. Paper 13870. 
Seed, H. B., Singh, S., Chan, c. K. and Vilela, 
T. F. (1982) "Considerations in Undisturbed 
Sampling of Sands," Journal of the Geotechnical 
Engineering Division, ASCE, Vol. 108, No. GT2, 
pp. 265-283. 
Terzaghi, Karl and Peck, Ralph B. (1967) "Soil 
Mechanics in Engineering Practice, Second 
Edition, John Wiley & Sons, Inc., New York. 
1691 
